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ABSTRACT 

Since earth satellites afford an offensive military potential to any 
of our nation's enemies it is essential that an effective countermeasure 
be developed. This paper analyzes the problem of terminal guidance for 
an anti-satellite missile and investigates some of the factors that would 
determine the feasibility of such a weapon if a nuclear warhead cannot be 
used, 

Inherent errors of an anti-satellite weapon system necessitate ter- 
minal guidance, The kinematic relationship between the target and a 
weapon package which has been carried as the payload of an anti-satellite 
missile are investigated at the time when terminal guidance would have to 
be effected, Preliminary design criteria which could be derived from this 
relationship are discussed. A typical weapon package is then proposed in 
order to further investigate design parameters. Studies of some overall 
system errors are also included, 

This paper proves that terminal guidance for an anti-satellite missile 


is both necessary and feasible. 
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ОВЈЕСТ 


The object of this study is to present a solution to the problem of 
terminal guidance for an anti-satellite missile and to investigate some 


of the factors that would determine the feasibility of such a weapon. 





CHAPTER 1 


INTRODUCTION 


Earth satellites are capable of performing a variety of missions which 
are of military value. Examples of such missions are: 
T: Location and surveillance of strategic airfields, and 
marshalling yards. 
2. Battle damage reconnaissance after the initial phases 
of a nuclear attack. 
3, Service as a communication link, 
ц. Service as a navigation aid. 
Ds Possible bases for weapons carriers, 
These and other satellite missions must be denied an enemy. An effective 


countermeasure to an earth satellite is therefore a necessity. 


This paper assumes the existence of an anti-satellite weapon systen. 
Its major components and their capabilities are described in a series of 
preliminary assumptions. The basis of the weapon system is an air-launched 
missile carrying a weapon package as a payload. Fig. 1-1 depicts the over- 
all concept of the weapon system. The missile will be launched up a com 
puter-determined local radial. At an altitude and velocity dependent on 
target altitude, the weapon package will be separated from the missile. 


This separation will occur such that the velocity imparted to the weapon 





package will cause the peak of the trajectory to be at the predicted 
intersection of the radial and the satellite course. Furthermore, this 
peak will occur at the precise time that the satellite is at that predicted 


point in space. 


Errors inherent in such a system can immediately be pointed out. It 
can also be immediately pointed out that a nuclear warhead would have a 
kill radius which is capable of offsetting these errors. However, due to 
either an international agreement or considerations of space contamination, 
it may be impossible to use a nuclear warhead. If faced with such a nu- 
clear ban, and when confronted with the errors inherent in hitting a 
point in space, it becomes obvious that intercept probabilities remain 
extremely low unless some method of terminal guidance is an integral part 


of the weapon system. 


Terminal guidance, as conceived by this paper, is to be effected by 
the weapon package. The weapon package includes a target seeker and a 
thrust unit capable of thrusting in any or all of four mutually orthogonal 
directions. The technique for utilization of this thrust is explained 


in detail in the body of the paper. 


Note on Fig. l-1 that the weapon package trajectory is hooked at its 
peak. The weapon package will of necessity remain in the satellite's 
cylinder of probable courses for a longer period of time (as compared to 
firing past the course while ascending and giving no thought to the descent) 
if this hookshot is used. if the exact intercept fails, probability of 
detection anc the use of terminal guidance is enhanced since the seeker 


unit will be actuated during both the ascent and descent of the missile 
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while at the hook of the trajectory. 


Derivation Summaries in Chapter 2 fully develop the geometrical re- 
lationships between satellite and weapon package during the terminal guid- 
ance phase of intercept. Chapter 3 points out some useful design para- 


meters that result from a study of the equations of the Derivation Summaries, 


Limited feasibility studies are carried out in Chapters 4, 5, and 6. 
In these chapters thrust requirements are analyzed in some detail. From 
the standpoint of thrust requirements, it is concluded that terminal 
guidance is possible if other system errors are reasonably controlled. 
The effect of increasing seeker capability over that of the basic assump- 
tions is also studied. Finally, an analysis of some considerations which 
were found to have negligible effect on the terminal guidance problem is 


also included, 





CHAPTER 2 


SOLUTION OF THE GUIDANCE PROBLEM 


А. Basic As tions 
The introduction to this study of terminal guidance implied that an 


anti-satellite missile had been launched from an attack aircraft in such 
a manner that it would intercept and destroy an earth satellite, It is 
beyond the scope of this paper to investigate all of the concepts which 
would contribute to the success of a weapon system with such a capability. 
Brief mention of only a few of the factors which would contribute to a 
complex system of this type will illustrate this statement. Such factors 
are the determination of the satellite's exact position in space at any 
predicted time, the ability of the attacking aircraft to be at an exact 
launching point precisely at a specified time, the reliability demanded 
of the missile's primary propulsive installation, and the establishment 
of a reference system to enable the missile to determine its orientation 


in space, 


Тіс. l-1 is a pictorial presentation of the ideal intercept using an 
alr-launched system, To achieve the intercept as shown each phase of the 
system must function as planned, Prior to detailing the kinematics in- 
volved in the terminal guidance to be proposed by this paper, it would be 


useful to fully state the assumptions under which this terminal guidance 
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is to be applied. The role played by terminal guidance can then be more 


fully understood and appreciated. 


It is to be assumed that the satellite's orbit can be determined with 
reasonable accuracy. At any time the satellite can be forecast to be with- 
in a cylinder in space whose diameter is 4 miles and whose length is 10 


miles. Ideally, it would be at the center of this cylinder, 


The existence of a missile capable of being fired from an aircraft 
to altitudes of 100 to 1000 miles is also assumed. If for no other reason 
than economic considerations, one missile should have a capability for any 
range within this spectrum. It necessarily follows from the missile assump~ 
tion that there also be in existence an aircraft capable of launching the 
missile; one of the specifications of such an aircraft might be that it be 
able to attain speeds which complement initial missile velocities, and 
hence range, rather than increase missile size to achieve the same veloc- 


ities. 


Related to these aircraft factors is the assumption that there are in 
existence tracking and computing systems which monitor both the satellite 
and the launch aircraft and which furnish the necessary information to 
position the aircraft for missile launch, Included in this loop is a 


presentation enabling the pilot to maneuver the aircraft as necessary. 


The departure point for implementation of terminal guidance is tar- 
get acquisition by a detection system in the missile. An infra-red seeker 
with a 100 mile detection capability is assumed to be aboard the missile. 
This unit will yield information pertaining to the angular velocity of 


the line-of-sight between the missile and the target. However, intelligent 





use of this information assumes that a reference system is being main- 
tained, and the existence and stability of this reference system is a 
further assumption of the basic situation. Moreover, this same or a 
similar reference system will also be necessary to insure that the mise 


sile follows a precomputed local radial to the impact point in space. 


Briefly summarizing, and with reference to Fig, l-l, it will be 
assumed that the missile has been launched from the attack aircraft, 
has been programmed onto the local radial, and by accurate velocity cut- 
off techniques, has reached the peak of its trajectory at the precise 


time that the satellite reaches this same location in space. 


The astute reader immediately can point out factors which make the 
probability of such an intercept almost zero. To mention a few will 
suffice: 

1. The accuracy of determination of the satellite trajec- 
tory is the aforementioned space cylinder. Which of 
the points іп this volume shall be the aiming point? 
2. Any deviation from the exact launch point will cause 
a comparable miss at the peak of the missile's trajece 
tory if the remainder of the system performs perfectly. 
85 Are rocket thrusts so invariant that the missile will 
peak with no position error? 
It may possibly be pointed out that the kill radius of a nuclear warhead 
will suffice to account for all inherent errors. With this thought in 
mind, one last assumption will be made. It will be assumed that the 
nuclear capability cannot be exploited due to either international agree- 


ment or military considerations of space contamination. 





In view of the military advantages that satellites will afford, their 
destruction is necessary and will therefore become a task for conventional 
weapons. The inescapable errors mentioned above, and innumerable others, 
serve only to point out that terminal guidance aboard the missile will not 
be a luxury to merely refine the kill probability. Terminal guidance for 
an anti-satellite missile is a necessity if a nuclear weapon cannot be 


employed. 


В. Kinematic Solution 

The geometrical relationship between the satellite and the missile in 
the seconds just prior to the closest passage between the two bodies can 
be expressed in equation form. An earth-centered inertial coordinate frame 
can be used as a reference for physical quantities described by these equa- 
tions. The angular velocity of the line-of-sight between the two bodies 
as seen by instrumentation aboard the missile can also be expressed with 
reference to this coordinate frame. Suitable combinations of the equations, 
coupled with a series of reasonable initial conditions, yield information 
pertinent to the feasibility of terminal guidance, The necessary equations 
are developed in Derivation Summaries on the pages that follow, and are 


summarized in Table 2-1. 


Derivation Summary 2-1, in conjunction with Fig. 2-1, develops an 
expression for the angular velocity of the line-of-sight between the missile 
and the satellite. Fig. 2-1 is not to scale, but since the reference frame 
can be placed at any position the accuracy of the derivation is in no way 
destroyed due to this liberty taken with the figure. The result of Der- 
ivation Summary 2-1 will be recognized as one of the conventional fire 


Control equations. It is derived in this space-intercept concept to stress 


9 








Derivation Summary 2-1 


Angular Velocity of the Line-of-Sight 


Reference Fig. 2-1 


Angular velocity of the line-of-sight between the target and the 


missile, with respect to the inertial reference frame is given by 


la XV 
Wes = 15 M(T) 


т 
where 
lg" ¿E 
MT 
a = Rup 
Now from the figure 
Rim = Бру“ Бут 


Vic) 7 Yim) * um) 


Therefore 


pa) 
X 
ар" 
< 
г 
< 


Wis = IS 


And in the scaler form 


mee sin 9 У сов 8 
Wig = I(T) = _I(M) 


the validity of its application. 


(1) 


(2) 


(3) 


Equation (3) of Derivation Summary 2-1 is then an expression for the 


angular velocity of the line-of-sight between the missile and the satellite, 


referred to an inertial-space coordinate system. The reference axis par- 


allel to the missile position vector R and one of the reference axes 


IM 


normal to the missile position vector will form a plane parallel to the 
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Laertial Frame 


27 


E Center of earth 


( моё Lo Scale ) 


Fig. 2-1 Relationship of the angular velocity of the present 
line-of-sight to the present range, target velocity and the 


missile velocity. 
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satellite's orbital plane. The direction of the third reference vector 
will be such as to form a right-handed orthogonal reference frame. The 
same reference frame carried in the missile can be the basis for initial 
programming to the local radial and subsequent maneuvering during terminal 
guidance. The reference frame depicted in Fig. 2-1 is the reference frame 


which will be used as a basis for terminal guidance concepts of this paper. 


In order to develop a solution for the terminal guidance problem in 
this paper, a uniform gravity field is assumed to be acting on both the 
missile and the satellite which is the target. Also the satellite as 
the target is treated as a point mass in space which is in a circular 
orbit about the earth. The velocity vector of the satellite is considered 
tangent to the circular orbit at any point and of a constant magnitude 
dependent on the height of the circular orbit above the earth. Therefore 


the magnitude of the target's velocity may be expressed as follows: 


| па! = МЕ (А, +h) 


à 2 


R ' 
where ge 7 & | Ж 
=) 
О 
2 
and во = 192.12 ft/sec 
R, = 3959 statute miles 
h = height above earth's surface 


The direction of the target's velocity vector is assumed to be in 
the plane of the satellite's orbit and normal to the radial position 
vector of the target from the center of the earth at any instant of time. 
When the missile's position vector is assumed to be in the plane of the 


satellite's orbit a two-dimensional intercept problem is defined. 


12 


For the two-dimensional solution of the terminal guidance problem the 
initial conditions of the terminal phase of the intercept can be presented 
geometrically as shown in Fig. 2-2. Initial conditions are defined as the 
geometric and physical conditions at the instant of time when the missile 
seeker first detects the target. If at this instant the seeker also detects 
an angular velocity of the line-of-sight to the target, missile thrust is 


cut on = Simultaneously with detection, 


For time subsequent to the initial conditions, the geometric con- 
siderations of the intercept are shown in Fig. 2-3, where the missile 
thrust, if required, is directed along the local radial. With a uniform 
gravity field acting the target will follow the circular path; the missile 
(with some initial velocity, an added thrust program and gravity, all 
acting along the local radial) will proceed along the local radial to 
intercept the target at point G. If for the time subsequent to the 
initial conditions gravity is considered to influence both target and 
missile equally and hence considered to be absent, the target must follow 
a path tangent to its gravity-influenced orbit at its initial location. 
The missile will follow the local radial under the influence of its initial 


velocity and an added thrust program to intercept the target at point I. 


Interception, of course, is only possible in both situations if the 
missile thrust program is properly devised. Consider that on initial 
seeker pickup an angular velocity of the line-of-sight will cause a simul- 
taneous application of missile thrust of a constant magnitude directed 
along the local radial. This thrust is to act until the seeker detects 
zero angular velocity of the line-of-sight, at which time thrust is si- 


multaneously cut off. For the gravity-free situation at the time of thrust 
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Fig. 2-2 Geometric Features of Initial Conditions 
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cutoff the missile and target both have constant velocities with the 

angular velocity of the line-of-sight zero, a constant bearing intercept 
must follow. For the gravity situation and the same thrust program there 
will develop a very small angular velocity of the line-of-sight after thrust 
cutoff. This is discussed more fully in Chapter 6. It is shown there that 
if thrust is applied at initial detection of an angular velocity of the 
line-of-sight and thrust cutoff simultaneously with zero angular velocity 

of the line-of-sight the miss distance is of very small magnitude. This 
miss distance approaches zero as the thrusting time approaches the total 


terminal intercept time. 


The intercept equations are based on the gravity-free geometric con- 
siderations of Fig. 2-3 and developed in the Derivation Summaries. The 
three-dimensional aspects of the problem will be treated in a later section, 
as will some feasibility conclusions based on the presently discussed two- 


dimensional intercept equations, 


Derivation Summary 2-2 presents the geometrical features and the 
geometrical relationships of the terminal phase of the interception. Der- 
ivation Summary 2-3 is a development of the missile equations for a gravity- 
free environment. Equations for the missile position, velocity, and accel- 
eration during thrust as well as missile position and velocity after thrust 
cutoff are developed. These equations are later used to develop angular 


velocity of the line-of-sight and present range. 


Derivation Summary 2-4 develops the equation for the angular velocity 
of the line-of-sight. The reference frame used in the development 1s an 


earth-centered inertial frame such that the equation for the angular 
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velocity of the present line-of-sight from Derivation Summary 2-1 is 


applicable, 


Derivation Summary 2-5 develops the equation for the present range 
based on the rate of change of present range. The rate of change of present 
range is the vector sum of the components of target motion and missile 


motion resolved along the line-of-sight. 
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Derivation Summary 2-2 


Geometrical Features 


The initial conditions for the terminal guidance phase of the inter- 
ception determine two sides and the included angle of the fire control 
triangle. The third side is the line-of-sight between the missile and 


target and a function of target and missile motion (see Fig, 2-4), 


The geometrical aspects of this triangle can be expressed in terms 


of the initial condition constants and the time dependent variables. 


a. Initial Conditions 

The initial range, e; the initial angle the line-of-sight makes 
with the reference frame, Во, and the height of the target's circular 
orbit from the center of the earth, Гр’ completely specify the initial 
conditions, All other geometrical initial value constants can be ex- 


pressed in terms of these three. 





Zo ER. 22 — Deo 9m, 
dint 20) хит) 8, (1) 
и - ; 9p- = Coo} = Co = 4, Cot So 


оо = = Ark - 4,440. | 4 fe 
= 


o о жаса” 2,224 с, (3) 

From (3) it can be shown that, 

аи. 

ais VAGAS (4) 

о T 

from (2) and (3) 
2524 A RŽ 

= D = -l (5) 





E o A? - ram, 


(Page 1 of 2) 


18 








from (1) and (3) 
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b. Time Dependent Variables 


N 


At some general time, t, after initial seeker pickup the following 
geometrical relationships are established by reference to Fig. 2-4, 


From trisngle MIT, 








& _ ^-^ 

fund Al JO) 
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020 2 (90-4) = ‚80 

Ө = 70 – (4-8) 

Cot = чи (41-8) = и: 4 tou — бод бр (9) 
If a line is constructed from point T perpendicular to the line MI then 
MI will be divided into two parts as shown in Fig. 2-5. From the right 
triangle MPT formed by this construction, B can be expressed as a function 


of the initial value constants, the present range, and time. 


MAN 


ang = (10) 


o 


A 
where 7 = ES 
А 


time required for the target to travel from initial pickup to the impact 


point. 
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Fig. 2-4 Geometric Features of Terminal Guidance Phase 
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Derivation Summary 2=3 


Missile Equations 


a. During Thrust 

Assume that the acceleration of the missile in the reference frame 
is at every instant equal to the thrust force divided by the mass of the 
missile, gravity being neglected; that is for a point mass: 


Lum 
mae D cM (1) 


where Y' is thrust force per unit mass. 


Integration of the above equation yields the missile velocity at 
any time during which thrust is acting. 


у = PFP't-4V 
m Bc 


Integration of this equation yields the missile position at any time 


during which thrust is acting. 


2 
r= г + 7 + + Fit 
m m m 2 
Я 2 
Fit 
or (r er )= Vt = (2) 
m mo mo 2 


b, After Thrust Cutoff 
Assume that the acceleration of the missile in the reference frame 
is at every instant equal to zero after thrust cutoff. The missile 


equation then becomes: 


r= 0 (3) 
"ен Jhon (А) 


(5) 


(Page l of 2) 
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where 


5: 


RT 


the time at which thrust is cut off 


any time after initial seeker pickup of the target and thrust 
cuton, which are considered to occur simultaneously 


missile location at the time of thrust cutoff 
missile velocity at the time of thrust cutoff (note that Ving’ 


a constant, will define the missile velocity at any time, t, 


greater than ie. 
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Derivation Summary 2-4 


Angular Velocity of the Line-of-Sight 


From Derivation Summary 2-1, the angular velocity of the line-of- 


sight of the target from the missile may be expressed as: 


Wo = ZIG _ Im wu (90-8) 


AS 2, 2, 
= 2 / 5 5106 — Vy 608 ] 


From equation (7) and equation (8) of Derivation Summary 2-2, 


р 2-4») 2,0 (4 ¬ Eg 
с ACTA 





= а АСЫЛ 


мһеге та and Үй are to be expressed as functions of initial conditions 
and time, depending on the thrust condition of the missile as shown in 


Derivation Summary 2-3, 
a, Before Thrust Cutoff 
- итд = <<? 4 
ha = کی‎ (Ef tt dn) (cnt Xd] 


= Иде (Ат) (о, Е) + LEK ж. 


where Ji 4/ TJA and а, сап be expressed in terms of the initial values 





a, Во, and r, given by equations (4), (5), and (6) of Derivation Summary 


T 
2-2. 
та, = initial missile position from center of the earth 
| along the missile path 
mp- initial missile velocity at seeker pickup 
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b, After Thrust Cutoff 


W, = < 2 -kK [ime + el É-i) — Cr ee 


= کک سے‎ ало) (кеб) е ЖУ | 


where te = time during which missile thrust acts. 
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Derivation Summary 2-5 


Present Range 


The rate of change of present range is the vector sum of the com 
ponents of target motion and missile motion resolved along the line-of- 


sight. From Fig. 2-4 the rate of change of range can be expressed as: 


44 = -/ 46 + Be (90-4) | 
= —/ 4.1008 + Ya asa] 
Trom equation (9) of Derivation Summary 2-2 
25 = — [iy (daw бав tod aña) + Voy na] 
=—/ Vy duds Coed + (hu - ý toh) aik ] 


From equation (7) and equation (10) of Derivation Summary 2-2 
e = puteos E 4(%-%ее4У0-79- 8-9 5) 
" 4 


adaz- [gh I-K ianh +C ¢ Ou XL t i eto] Tel 


_ che 
with 2, = Ра 
4; е 
Јава = - аж ud a (ғи Ay up AA T орао) cl] d 
a 


where Ж ала е are to be expressed as functions of initial conditions 
and time, depending on the thrust condition of the missile as shown in 


Derivation Summary 2-3. 


a. Before Thrust Cutoff 


м5 + У t + r 
2 m m 


With г 
б о о 


ала ү 
т 


P't + Vno 
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substituted into the equation above and both sides of the equation іп- 


tegrated, the result expresses the present range at any time t< to 


where t. is the time of missile thrust cutoff, 


2 


2 / 
A = 4, - [at [en - Celkê (2 + 52) (а - Аи, EEF 
202 - 2020) – 1 сод (гу FÉ) 
/ / رس١‎ 
A Vn (AA Emn) (EET 


b. After Thrust Cutoff 
742. 


1 ат 
With r, + Vo tp tf + (y 4...) (% te) 


о f Шо 


and Va 


PU. + "n, 


substituted into the basic equation and both sides of the equation in- 


tegrated, the result expresses the present range at any time tt. 


= 4. —[ 2d, (tLe = Vu Ud — F 6 Cot d) + (EE GN Woot, 
= = ^) (ее, Eta + Ка“ У Cond ) 
+ E Ly (24 42% -26- 4-- г) + Ey Ez (22 
+ 26): - 287) + EU lp (EC coe tt - Loeou lt 
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Table 2-1 
Summary of Intercept Bquations for a 


Gravity-Free Intercept Space and Point Masses 


During Thrust 


С 


EL + Ум, 


Ra ё з да? 
о O > 


. и 2 , 
ХӘ [A LEE, Le 4) (ёни, 4-02) 


/22 
42-/ «4)2%- Ce df (2 hy + FE) (лт) 


0 


(62^ 4 2, d - P4 ond) - Cf LI tod 


9 


2%,)- (52) 1] 


Ж. 9 


(20 EE) + (ЕУ 





After Thrust Cutoff 


О ty = the time at which 
thrust is cut off 


Eb 7 >, 
Аир + Vin g Cea) 


э / 2 
E | Ат) OR e EE) E e] 


a — [ 24, (- au сц Еб coed) + (EuN Rh 


tow tt — Uy - и“) # (2 - 22) (А m C p T 
hp- Coeds) o FG (26 daly tt E eet) 
+ Fy bp (4) 208-247) + EUY hy (ceni 


= coed — 402 сн д ) | 








C. Terminal Guidance Technique 


As was indicated in the introduction and basic assumptions, terminal 
guidance must be used to make an anti-satellite weapons system effective. 
The anti-satellite missile will carry terminal guidance in the form of an 
infra-red target seeker and a thrust unit. Ав the missile approaches the 
peak of its trajectory the seeker will be turned on. Detection of the 
target by the seeker will undoubtedly be immediately followed by the sensing 
of an angular velocity of the line-of-sight between target and missile. 

This angular velocity signal will in turn actuate the thrust unit. Action 
between missile and target is as described by the equations of the рге- 


ceeding section. 


In order to produce a collision between the weapons package and the 
satellite, thrust must be applied to the weapon package in such a direct- 
ion as to produce a velocity vector which will cause the angular velocity 
of the line-of-sight between the weapon package and the satellite to become 
nulled, Assume that the satellite or target - represented as a point mass 
in space with a given velocity vector - and the weapon package are being 
acted upon by a uniform gravity field. When the angular velocity of the 
line-of-sight has been nulled, thrust is cut off, target and missile are 
under the influence of the same gravity field, and a constant bearing 


intercept of the target by the weapon package will occur, 


An intercept of a target will result, using a minimum of fuel, by 
applying a constant thrust in a fixed direction. For this study of ter- 
minal guidance, the minimum level of thrust required to effect an inter- 
cept is a fixed quantity determined by the initial acquisition slant range 
and the initial angular velocity of the line-of-sight. 


29 





o 
EET 
- 
mE 
mE С. ж» 





The thrust direction for a minimum fuel intercept has been determined 
by Ref. 2 to be 90? from the initial line-of-sight. In vector form the 


expression for the direction of the applied thrust may be expressed as below: 


T/T = EN x 118], 


For the two-dimenionsal derivations developed in Derivation Summaries 
2-3, 2-4, and 2-5, the direction of the applied thrust is ДЕ ‚ In order 
m 
for the thrust direction to be that for & minimum fuel intercept, the 


thrust direction should be| 1 = X (LS) | . Because the angle В, of 
"I(LS), > 


the two-dimensional case, which is developed by the initial angular vel- 
ocity of the line-of-sight, is a small angle, de differs very little 


=> eum m 
from Ес x d, e Therefore, the thrust direction chosen for the 
1(18)] 
0 


derivations in this study differs very slightly from the optimum thrust 
direction for a minisum fuel intercept provided initial target acquisition 


is made at the extreme range of the weapon package seeker device capability. 


In this study for terminal guidance it is envisaged that actual thrust 
direction for the weapon package will be generated by four thrust nozzles 
which are placed in perfect quadrature about the weapon package. Two of the 
nozzles will produce a thrust direction along the position vector for the 
weapon package. The other pair of nozzles will produce a thrust direction 
normal to the weapon package position vector, in a plane normal to the 
orbital plane of the satellite. For a situation which would require a 
thrust direction other than along or normal to the weapon package position 
vector, combinations of the four nozzles will be used to produce the ree 
quired thrust direction. 

The following chapters will consider some of the aspects of these 


concepts in further detail. 
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СНАРТЕВ 3 


PRELIMINARY STUDY OF FEASIBILITY 


The two-dimensional equations of the terminal phase of the inter- 
ception ean be used to some advantage in a preliminary study of the 
feasibility of such a system. With any given set of initial conditions 
the equations will establish the minimum thrust required to reduce the 
angular velocity of the line-of-sight to zero within the total inter- 
cept time available (i.e., the time required for the target to move from 
its initial pickup point in orbit to the point where the local radial 
intersects the orbit). Under the assumptions of the derivation of the 
equations the missile is treated as a peint mass with a constant accel- 


eration during the thrust phase of the intercept. 


With a given set of initial conditions, Fig. 3-1, Fig. 3-2, and 
Fig. 3-3 show the angular velocity of the line-of-sight as a function of 
time for various thrust levels. The initial conditions are based on a 
target predicted to be in a 100 mile orbit above the surface of the earth. 
The missile programmed flight is along the local radial to hook at the 100 
mile orbit altitude at exactly the time the target passes the local radial. 
If the initial conditions were such that the target had no deviation from 
either its predicted path or its time passage of the local radial and the 


missile had no deviation from its programmed flight then a seeker pickup 
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at 100 miles range would detect no angular velocity of the line-of-sight, 
No terminal thrust would be initiated and the intercept would be completed 
without need for terminal guidance, If however, the initial conditions 
were such that a combination of the deviation of the target from its pre- 
dicted path and time and the deviation of the missile from its programmed 
flight resulted in some error, terminal guidance would be required. This 
total deviation can be expressed in terms of displacement deviation alone 
if timing error is considered zero. Hence a 2 mile displacement error can 
be considered as pure displacement error with no time error or as a fic- 


titious displacement error made up of displacement and time errors. 


For the condition when target path is 2 miles above predicted and 
the missile has no deviation from programmed flight, seeker pickup at 
100 miles range detects Wis = 0.965 mr/see, and terminal thrust is 
initiated until Wis = 0. The result of these initial conditions is 
plotted in Fig. 3-1 for thrust levels of 100, 200, and 300 ft /sec^ (1bs. 
of thrust/lbs. of mass). In a similar manner Fig. 3-2 and Fig. 3-3 are 
plotted for initial conditions with 4 and 6 mile total deviation from 


predicted and programmed conditions. 


The feasibility of a system using this type of terminal guidance is 
defined in the assumptions and results of the time to null the angular 
velocity of the line-of-sight. The minimum required thrust in all initial 
conditions considered is 200 lbs. thrust per lb. of mass, The minimum 
required thrust for initial conditions up to 4 miles of deviation from 
predicted is 100 lbs, thrust per lb. of mass. For initial conditions of 
2 miles deviation from predicted somewhat less than 100 lbs. thrust per 


lb. of mass is required, 
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CHAFTER 4 


THRUST REQUIREMENTS 


A. Freliminary Considerations 
An interesting and productive feasibility study can be made of the 


thrust required to effect an intercept if a missile is fired within the 
framework of the assumptions of Chapter 2, Section A. This chapter will 
show that insofar as thrust requirements are concerned, terminal guidance 


is feasible if other system assumptions can be met. 


As was done with the intercept equations, the essentials of the thrust 
problem will be developed on a two-dimensional basis, The three-dimensional 
intercept will be effected aa was explained in Section C of Chapter 2, 1,e., 
by the use of two pairs of mutually orthogonal thrust nozzles exhausting 
from a single thrust chamber. The following section of this chapter will 


again touch briefly upon this design, 


B, Typical Weapon Package 


In order to arrive at numerical values of thrust required for the 
weapon package it is necessary to think in terms of a definite weapon. 
Purely for illustrative purposes a basic weapon of the following con- 


figuration can be visualized: 
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Unit Weight, lbs. 
Motor, dry 400 
Rated Sea Level Thrust, 2710 lbs. 


Sea Level Exhaust Velocity, 8700 ft/sec 
Fropellant Consumption, 10 1b/sec 


k = 1,27 
Propellant Loading Factor, с = 0.2735 
Warhead 150 
Fropellants 235 
Seeker VS 


TOTAL 860 


Brief justification of these values can be made. The Snarler air- 


craft rocket engine developed in England had a dry weight of approximately 


275 lbs. and a thrust of 2630 lbs. Engineering advances since its develop- 


ment should permit the increased thrust rating; the additional weight should 


be adequate to account for the four nozzle configurations mentioned when 
discussing the three-dimensional intercepts. The engineering details of 
such a power plant will not be considered since it is felt that such a 

discussion is not fully in keeping with the objective of the paper. If 
it is felt that such a power plant is not a practical scheme, four pre- 

packaged liquid rocket motors can be used in its place, The latter pro- 
pulsion scheme for the Weapons package would increase its overall weight 
but would be an engineering fact at this time. The method to be used to 
arrive at feasibility conclusions Can be applied to either power plant by 
merely substituting the correct mumbers, Since the single thrust chamber 
power plant results in a decided savings in weight, thrust studies will be 


made assuming that it is the power plant aboard the missile package. 


Fuel consumption of the Snarler engine was 10 lbs. of propellant per 
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second, The flight time to intercept, after detection, was used in con- 
junction with this fact as a basis for propellant weight, Seeker weight 
represents an estimate for a complete infra-red seeker unit, including 
power supply, capable of 100 mile detection ranges. The warhead is a 
government-furnished high explosive of a design and size suitable for 


its intended mission, 


C. Shots Short of Satellite Trajectory 


Equation 2 of Derivation Summary 2-3 can be solved for F' to give 
the thrust required, per pound of mass, to null the angular velocity of 
the line-of-sight between target and missile at any time. If thrust is 
found by this method for various sets of initial conditions it should be 


noted that the results will be based on a constant acceleration. 


The actual problem however, with a constant thrust motor during the 
brief terminal guidance phase, would result in increasing accelerations 
as fuel is burned and the weight of the missile package decreases. This 
in turn means that higher errors could be rectified by the terminal guide 
ance system for the same thrust rating than is indicated by Equation 2 of 
Derivation Summary 2-3. In view of this consideration the following 
equation, developed in Chapter 12 of Ref. 1 of the Bibliography can be 
used to find relevant miss distance and thrust information: 

Ah=Vot+ 453 1e [Li- 3 €) le (1.1) E 

5 te = tg 
where /Ah is equivalent to the quantity Pc g^ of Fig. 2-3 
v is missile velocity at time of target detection 
I, is specific impulse, a variable with altitude 
S is propellant loading factor 
(The component of A h due to gravity has been omitted in this application 


of the equation. This is in keeping with the principles discussed in Chapter 2.) 
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With reference to Fig. 4-1, assume that the target is detected at To 
when the missile is at M. If the shot in progress at this time is a per- 
fect shot, intercept will be made at point K, the missile reaching the 
peak of its trajectory at the same time the satellite passes through this 
peak point. In such a case no terminal guidance is required. However, 
if the satellite is instead on course A, Fig. k=l, one mile above the 
predicted trajectory, it will pass one mile above point K when the missile 
peaks if nothing is done to correct this error. In accordance with the 
technique described in Section C of Chapter 2, when missile position, EA Ы 
and target position, То, are such that the slant range is 100 miles, 
detection will occur and some value of thrust will be actuated to effect 
the intercept. By assuming a series of initial conditions for various 
probable errors all of the terms of the above equation except І can be 
fixed. The equation can be solved for I, and since the propellant flow 
rate has been fictitiously established, necessary thrust can be found, 

If this thrust is less than the available rated thrust of the engine for 
the particular altitude an intercept is possible. This difference in 
thrust values means that the angular velocity of the line-of-sight would 
be nulled more quickly and thrust would then be cut off in accordance 
with principles already outlined. The limiting error for wnich an inter- 
cept is possible is established when the thrust determined exactly equals 
the thrust available. It should be noted that thrust from the engine 


which is rated at 2710 pounds at sea level increases as altitude increases, 


Fig. 4-2 is the result of taking various initial conditions at 100, 
500, and 1000 mile altitudes in which a miss would occur due to the missile's 


falling short of the satellite track. Initially it was assumed that the 
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Table 4-1 
Initial Conditions and Thrust Requirements For Shots 
Falling Short of Perfect Trajectory, Satellite at 100 Miles 


Unguided Miss Initial Conds’ che | Thrust Required 





Table 4-2 
Initial Conditions and Thrust Requirements For Shots 
Falling Short of Perfect Trajectory, Satellite at 500 Miles 


Initial Conditions Thrust Required 


|Ң алы Time to Intercept) at Intercept 
а ft/sec| (seconds 
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Table 4-3 
Initial Conditions and Thrust Requirements For Shots 
Falling Short of Perfect Trajectory, Satellite at 1000 Miles 


Thrust Required 


OS to Intercept] for Intercept 
1 ft/sec seconds 





missile shot was on schedule for a perfect intercept but the satellite 
was either one or two miles above its predicted track, this error going 
to the maximum allowable satellite error of the basic assumptions. The 
total intercept error was then extended to the maximum allowable error, 
based on the thrust available, assuming that these additional errors were 


due to the missile's falling short of the perfect intercept point. 


This chapter studies only those errors which are due to physical 
departures from the perfect satellite or missile courses, It is also 
possible to have errors in time in which either or both the satellite or 
missile are on perfect tracks but are following time schedules which 
would not result in ап intercept. However cases such as these, in which 
for instance the satellite will reach the impact point earlier tran pre- 
dicted, are less critical than errors due to trajectory or orbital position 


errors. This is shown in Chapter 6. Since thrust requirements will be 
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governed by the more dominant or more critical errors this chapter analyzes 
only those errors due to trajectory or orbital displacement inaccuracies, 
Pertinent data and results are tabulated in Tables 4-1, 4-2, and 4-3. Both 
Fig. h-2 and the tables are carried only to the value of thrust available 


at the altitude being analyzed, 


Fig. 4-2 immediately shows that for the spectrum of targets from 100 
to 1000 miles in altitude errors at low altitude are more detrimental to 
overall success. <A shot which would result in a 5.5 mile short if no 
terminal guidance were used could not be salvaged if the target were at 
100 miles altitude and the assumed propulsion system aboard. The same 
propulsion system would be capable of effecting terminal guidance against 


a 500 or 1000 mile altitude target with a 5.5 mile miss distance. 


The fact that less error is correctable at lower altitudes is offset 
however by two factors: 

ie Satellite tracking is more accurate at the lower altitudes, 
therefore errors due to the determination of the satellite's 
track should be smaller. 

Re Errors due to missile misalignment, thrust variation, etc., 
do not have the opportunity to be compounded to the same 
extent in a 100 mile shot as they would in a 1000 mile shot. 

Both of these factors will result in a smaller total error at lower al- 
titudes. Therefore, while the system has a lesser capability at lower 


altitudes, the error situations at lower altitudes should be less severe, 


In order to obtain Fig, 4-2, errors were assigned to missile to fully 


exploit the capability of the assumed power plant. If the cumlative 
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effect of missile errors can also be given an upper bound as was done with 
satellite track determination, Fig. 4-2 may be used to find thrust required 
of a power plant. Тог instance, if the missile could definitely be placed 
within one half mile of a desired point in space, an error no greater than 
two and one half miles could be assigned to the entire shot. From Fig. 4=2, 
a thrust of 1800 pounds would effect a kill against a 100 mile target. The 
design problem could then be worked in reverse to find sea level thrust, 


exhaust velocity, and other power plant parameters. 


D. Shots Over Satellite Trajectory 


Situations could also be presented to the weapon package in which it 
would peak over the precomputed satellite track, Such & situation would 
develop if the satellite track were actually below the perfect or pre- 
computed track, or if missile performance caused the package to peak at 
a higher altitude than predicted, Course B of Fig. 4-1 depicts such a 
situation with a one mile overshoot. In this case the weapon package is 
at «cm and the satellite at Ro. when detection occurs. The same tech- 
niques used in the previous section can then be used to find thrust re- 
quirements to effect terminal guidance. Tables 4-4, 4-5, and 4-6, and 
Fig. !-3 present the results of assuming the same series of unguided miss 
distances for shots over the perfect satellite track that were used for 


shots short of the perfect satellite track. 


A comparison of the data of Tables 4-1 to 4-6 yields the maximum 
error capability of the assumed weapon package. As can be seen from the 
data, at all altitudes shots that fall short of the trajectory have lower 
salvageable errors than shots that go over the trajectory. Since there is 


no way of determining whether a shot will be short or over when it is 
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Table 4-4 
Initial Conditions and Thrust Requirements For Shots 
Going Over Perfect Trajectory, Satellite at 100 Miles 


Initial Conditions Thrust Required 


Time to Intercept at Intercept 
seconds | | 





со см FU N но 


Co 


Table 4-5 
Initial Conditions and Thrust Requirements For Shots 
Going Over Perfect Trajectory, Satellite at 500 Miles 


Thrust Required 
at Intercept 





0 
1 
2 
3 
4 
5 
6 
6 


„54 
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Table 4-6 
Initial Conditions and Thrust Requirements For Shots 
Going Over Perfect Trajectory, Satellite at 1000 Miles 


Initial Conditions 


Fickup E Ea to Intercept 
(miles ft/sec seconds 










Thrust Required 
at Intercept 






NWN FW NH о 


launched, the shots short of the trajectory determine the limit of the ter- 
minal guidance capability for the assumed weapon package. Yor instance, 

if it were known that the total error against a 100 mile target could be 

as high as 6 miles, the assumed weapon package would not be capable of 
correcting this error if it occurred due to a short shot. To use the 
assumed weapon package errors against 100 mile targets cannot exceed 5.29 
miles, Similar limits of 5.59 miles and 6.01 hides can be set for the 500 


and 1000 mile altitude targets respectively. 


A comparison of the thrust requirements reveals that less thrust is 
needed to effect terminal guidance if the shot is over the perfect satellite 
track, This is because gravity augments the power plant thrust in effecting 
Closure to the target. This latter statement is true in spite of the fact 
that the missile's upward velocity must first be stopped and then the 


Closure to the target effected. 
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Е. Time Lead Technique 
A missile shot which peaked the weapon package so that it is exactly 


on the satellite course at detection time would require only a holding 
thrust to counter gravity. A guidance thrust of 692.0 pounds would hold 
the simulated weapon package at a satellite altitude of 100 miles until 
the satellite arrived, This technique of leading the satellite in time 
instead of attempting to make the exact intercept of the basic assumptions 
would result in lower thrust requirements for the weapon package. It can 
be shown, for example, that at the same 100 mile target altitude with an 
overshoot of one mile, 135 pounds of thrust is sufficient to effect ter- 
minal guidance, In this case the weapon package was at the peak of its 
trajectory with zero velocity when target detection occurred, This thrust, 


plus the gravity effect, will then effect terminal guidance, 


Tables 4-7 and 4-8 present thrust requirements for an overall system 
based on such a time lead technique, The same increments of error from 
the aiming point as were used previously were used for these tables. The 
aiming point for these cases however is a lead point such that the weapon 
package peaks on the satellite track with zero velocity when the satellite 


is at the detection range of the seeker, 


As would be expected due to the influence of gravity, overshoots 
with this technique are more salvageable than undershoots. Since the 
lower miss distance determines the system capability however, the system 


has a maximum error capability of 5.57 miles at this altitude. 


While it is evident that thrust requirements are lower it should be 


noted that in the example used the maximum error capability was increased 
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Table 4-7 
Initial Conditions and Thrust Requirements For Shots 
Short of Perfect Trajectory, Time Lead Technique, Satellite at 100 Miles 


Initial Conditions Thrust Required 


Pickup 51". El Time to Intercept at Intercept 
ft/sec seconds | 


1248,0 


1805.0 
2360.0 
2920.0 
3480.0 
3800.0 





Table 4-8 
Initial Conditions and Thrust Requirements For Shots 


Going Over Perfect Trajectory, Time Lead Technique, Satellite at 100 Miles 





nrust Kequirec 


Time to Intercept] at Intercept 
seconds Altitude (pounds 





0 0 20.75 692,0 
1 0 20. 742 135.0 
2 0 20.734 420.0 
3 0 20.726 975.0 
ц 0 20.718 1532.0 
5 0 20.710 2082.0 
6 0 20.702 2638.0 
7 0 20. 694 3182.0 
8 0 20.686 3740.0 

20.68 500.0 
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by only 0.28 miles. It should also be kept in mind that disadvantages 
can be inherent in the time lead technique. One such disadvantage is the 
fact that predicting the necessary time lead can introduce further errors 
into an overall system which already has many error possibilities. If 
satellite prediction and missile performance prove to give errors of only 
two to three miles, the thrust requirements for the system originally 
assumed are not unreasonable. Use of the original system to avoid time 


lead errors would therefore be justified. 


F. Conclusions 

The thrust levels discussed in this chapter are attainable as is 
evidenced by achievements in the aircraft rocket engine field, Firing 
errors to be corrected are felt to be above those predicted by authorative 
sources, In view of these considerations and the results of previous 
sections of this chapter, terminal guidance for an anti-satellite missile 


is feasible insofar as thrust requirements are concerned, 


The numerical results of the chapter apply only to the simulated 
weapon package. However the method of arriving at these results is valid 
for any weapon package and unless a unit were used which departed radieally 
from the one simulated, thrust requirements would be of comparable mag- 


nitude. 


ro 





CHAPTER 5 


EFFECT OF SEEKER PERFORMANCE 


A. Purpose of Analysis 
The chapter immediately preceding developed the thrust requirement 


and allowable errors for a simulated missile package. Changes in the 
capability of this weapon package will probably occur if the performance 
of its components were changed. This chapter will show the major effects 


of an increase in the seeker's detection capability. 


This change in seeker range will primarily change the amount of thrust 
required to achieve satisfactory terminal guidance for various error cone- 
ditions. It is recognized that a compounding of effects occurs, For inm- 
stance, if as a result of increasing seeker range, reduced thrust levels 
may be used to achieve terminal guidance, the lower thrust would permit a 
weight savings on the motor. <A further slight reduction in thrust is then 
possible because of the decreased weight. However, the effect of increasing 
seeker capability will not be pursued to this extent. Only the major effect 


of a change in seeker performance will be analyzed. 


В, Considerations and Results of Analysis 


The analysis was made using the simulated missile package of Chapter 4, 


Seeker detection capability was changed however from 100 to 125 miles, One 
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immediate effect of this increase in detection range is that longer flight 
times after detection are involved. An investigation of the three altitudes 
previously analyzed shows that the longest flight time occurs with a 1000 
mile target altitude. Missile thrust for a maximum period of 28.8 seconds 
may be necessary in this case. Since the same missile package will be 

used over the entire altitude spectrum from 100 to 1000 miles, fuel mst 

be provided for this flight time. Accordingly, in the simulated package, 


fuel is increased to 290 pounds; it follows that becomes Ora TIME 


The same techniques used to find thrust requirements in Chapter 4 
can then be used. Shots short of a 100 mile satellite trajectory were 
arbitrarily chosen as a basis for comparing the thrust required of a 
weapon package with either of the seekers aboard. Initial missile ve- 
loeities and time to intercept are higher because of the greater detection 
range, Table 5-1 presents the results of this analysis. For comparative 
purposes, Table 4-1 presents thrust requirements for a missile with a 


seeker detection capability of only 100 miles. 


As is immediately evident, the weapon package can effect terminal 
guidance for shots which would normally have missed by 8,02 miles. This 
represents an increase of 514 in terminal guidance capability for the same 
motor. The possibility or method of increasing the seeker detection 
capability by 25% is not within the scope of this paper; the effect of 
such an increase in detection capability is to vastly improve terminal 


guidance capabilities. 


If it were possible to put limits on probable errors another iater- 


esting comparison is available from the data. A 2 mile maximum error would 
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Table 5-1 
Initial Conditions and Thrust Requirements For Shots 
Short of Perfect Trajectory, Satellite at 100 Miles 


Initial Conditions 


Unguided Miss 
Distance о Time to Intercept 
ft/see 


Pickup range V, 
niles | 
125 


125 





Thrust Required 














&t Intercept 









seconds 





25.962 
25.954 
25.946 
25.938 
25.930 
25.922 
25.914 
25.906 
25.9058 
















Ooo ny nw FW ND ~ о 


| О 
№ 








mean that 1450 pounds of thrust is the maximum required if the seeker has 
a 100 mile detection capability. With a 125 mile detection range a motor 
capability of only 946 pounds of thrust is required for the same maximum 
error. A 34.7% reduction in thrust can thus be effected 1f seeker detect- 
ion range is increased by 25$. The remarks in the initial paragraphs of 
this chapter pertaining to compounding of effects would be applicable in 


this case. 


C. Conclusions 

Only one set of initial conditions has been used for comparative pur- 
poses. Other initial conditions will yield similar information. Design 
changes in the missile package, or entire weapon system, due to an increase 


in seeker range, could be based on the results of a comprehensive analysis 
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whieh would yield the limiting conditions on which to base a design change. 


It is evident that an increase in seeker detection range increases 
the terminal guidance capability. For the simulated weapon package used 
in this paper, an increase of 51% in terminal guidance capability results 


from a 25% increase in detection range. 
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СНАРТЕВ 6 


EFFECT OF SYSTEM ERRORS 


A. Actual Target Path Versus Simplified Concept 
In Derivation Summaries 2-2 and 2-3, the intercept of the satellite 


is to be accomplished by a constant bearing intercept. The mathematical 
development of the intercept equations uses a fictitious line-of-sight 
with an angular velocity which will remain zero for the remaining time 
of the problem after it has been milled, Fig, 6-1 is a diagram, which 
is not to scale, for the two-dimensional intercept problem with the 
satellite or target actually travelling along a curved path and the 
interceptor missile travelling along a radial. It is necessary to know 
whether or not there will be a miss-distance or error produced in the 
actual intercept case by assuming that once the angular velocity of the 


line-of-sight has been mulled it will remain mulled. 


Referred to an inertial coordinate system, the angular velocity of 
the line-of-sight between the target and the weapon package of the anti- 


satellite missile may be expressed as below. 


rom | «|? 
The above vector expression for the angular velocity of the line-of-sight 


a Ax Ve A 
Fo 


will produce the following magnitude expression for the two-dimensional 


conditions shown in Fig. 6-1. 


DU 





/ : 
Is 3 El Vy Sino – Миа 54 Ј а) 


Therefore in order for (i. to become zero a value of и must be obtained 


Sing 


which is equal to V, =. 
n 


In this paper it is proposed that the guidance thrust will be applied 
when the acquisition device acquires the target and develops an angular 
velocity of the line-of-sight. The thrust will then be terminated at 
such time when the angular velocity of the line-of-sight between the tar- 


get and weapon package has been nulled. 


In Fig. 6-1 it is assumed that the angular velocity of the line-of- 
Sight has been nulled with the target and weapon package in the positions 


shown, Therefore for the conditions in Fig. 6-1 





R sina _ sin (9 * 8) 
a та Ча. = сой В 
where sin (9 +8) = віп Ә сор + віп В сов 9 
АГ = Vo sin 9 * V, tan B cos 9 (2) 


In order to determine the distance which the weapon package must 
travel in the time, t, remaining to complete the intercept, the magnitude 
of г, is obtained using the law of sines and it is then subtracted from 
In 

A = om = Vien 
Sin(90r 6) Sin (?0 —X) Со<(6ғ6) 





Y c EE Е 
Mm т Case = 2256 [Cosg cose Sin sind | 


oo Va, = r. [cosa Топ В sın 8 ] 


rE 7 [/— cose + tong sine | (3) 
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Fig. 6-1 Geometric Features of the Actual Intercept 





The error or miss-distance which could result if the guidance thrust 
is not actuated after once nulling the angular velocity of the line-of- 


sight will become the difference between the actual distance, r, - r , and 


T ш” 


the distance actually covered in the time remaining by the weapon package. 


. ж _ zs e 
‚, © = Miss Distance = es | Lm, 7 2 5% 1 (4) 
Using equations (2) and (3), missedistance may be expressed as below. 


Е - al - (050 t Tan sin@ | [V,(Sin6 +tanf cos8)2 2 ] (5) 


In order to obtain any information from equation (5), the small angle 
assumption will be used for the angle 9. The small angle assumption may 
also be used with the angle B, but it will only ease the actual calcula- 
tions and not actually bring out any vital information. Therefore the 


angle 9 will be defined as below: 
J - Vr 
(т 
Á = e - Sin 8 


^ о 


00560 = mate = I-4( Ya) 


where ү; = 4 (7 


For a circular orbit 


Taking equation (5) and setting the angle B equal to zero, the 


following results are obtained for E 


E= — [VASOS 24741 (6) 
2 
a (ene 4f ]- [и ( м) 2-24”! 
ne am ze зз“ 0 
ог €:O - | |- 6630 ] - C4 sine -437 ] (ба) 


Therefore it may be seen when equations (6a) and (5) are compared, 


any miss-distance which will be produced in the actual intercept problem 
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will be the result of the terms which contain the angle В. 


Rewriting equation (5) and omitting the terms that add to zero, the 


following results are obtained for error, C . 


Ce 7 ап В Sin® ~ М- Tan B cos G (7) 
= C Tang 21 £ V, I Tan B cos 8 
T 
E = Vr Ž tan BCI- Cos EM (7a) 
e 
BR IE = 4 94 [x4 | 8 (7) 


Examining equation (7a) it is apparent that there is a miss-distance 
produced in the actual, problem, if the guidance thrust is not actuated 
after the angular velocity of the line-of-sight has been nulled. However 
the actual magnitude of the error is very small as is shown in the example 
below. 


Assume: €t = 10 sec, 


В = 3° = 0.0524 rad. 
Ут = 4,8493 mile/sec 
Rp = 4059 statute miles 
g = 30.59 вв 


, | 
s - + (3255 ) (0) [ Spee? (10) (0.052) 


0,00015254 miles 


0.8054 ft, 


From the above example it may be assumed that unless large values of 
problem time are remaining when the angular velocity of the line-of-sight 
is nulled, and unless the angle В, generated by the angular velocity of 


the line-of-sight, is large, the error produced by assuming that the angular 
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velocity of the line stays nulled can be ignored. 


В. Misalignment of Weapon Package Reference Axes 


In this paper it has been assumed that there is an inertial reference 
frame in the weapon package of the anti-satellite missile, The alignment 
of the reference frame of the weapon package was discussed in Chapter 2, 


Section B. 


The seeker device of the weapon package will initially be aligned 
along the axis of the onboard reference system which is normal to the 
radial position vector of the anti-satellite missile and in the orbital 
plane of the satellite. When the seeker device acquires the satellite, 
an angular velocity of the line-of-sight between the missile weapon pack- 
age and the satellite will be generated as the seeker moves away from its 


initial position and commences to track the satellites. 


Misalignment of the seeker reference axis within the orbital plane 
of the satellite will cause the magnitude of the initial angular velocity 
of the line-of-sight between the weapon package and the satellite to be 
larger or smaller than the ideal case where no misalignment of the ref- 
erence axis exists. Because in this paper the initial angular velocity 
of the line-of-sight is used only to actuate the thrust mechanism the 
magnitude of the initial angular velocity of the line-of-sight has no 
significance, Only if the misalignment of the seeker's reference axis 
18 greater than the half angle of the seeker's cone of acquisition will 
there be any reduction of time available to complete the intercept. Any 
appreciable reduction of available intercept time will invalidate the 


thrust requirements specified in Chapter 4. 
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Misalignment of the seeker reference axis normal to the orbital plane 
and/or misalignment of the other two onboard reference axes, which are 
used as a reference for guidance thrust direction, will cause the initial 
thrust direction to be in error, Again this paper has stated that the 
thrust direction for the terminal guidance phase will be in such a direction 
as to null the angular velocity of the line-of-sight between the weapon 
package and the target satellite. Therefore because the seeker device 
continues to generate an angular velocity of the line-of-sight, a misaligned 
initial thrust direction will be corrected in order to produce a velocity 
direction for the weapon package which will null the angular velocity of 


the line-of-sight. 


0, Premature Thrust Termination 





In section A of this chapter an investigation was conducted to detere 
mine the miss distance which would be produced in the actual intercept 
problem if, after the angular velocity of the line-of-sight between the 
anti-satellite missile’s weapon package and the satellite was nulled, the 
guidance thrust was not actuated again. Now using the equations developed 
in section A of this chapter an investigation will be made of miss distance 
resulting from termination of the guidance thrust before the angular 
velocity of the line-of-sight between the weapon package and the satellite 
is completely nulled and failure of the guidance thrust to be re-applied 
to the weapon package. Early termination of thrust could result from a 
failure in the thrust system itself or because the seeker could no longer 


distinguish an angular velocity of the line-of-sight. 


In order to null the angular velocity of the line-of-sight between 


the weapon package and the satellite, the weapon package must have a 
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velocity, У equal to Ут sin 9 + Ут tan 8 cos 9 (Equation 2 of section A). 


For this investigation let the weapon package velocity equal 99% of the 


value required to null the angular velocity of the line-of-sight. 


= (0.99: су = 0.99 [V4 sin 9 * V, бап В сов Ө] (8) 
null 


Using equations (3) and (4) from section A for the miss distance pro- 


duced and the value of МЕ above, the following expression may be written 


for miss distance, 6 


Ё = гр (1 = сов Ө + бап В віп 9) - [0.99 Үр (віп 9 + tan B сов 9)+ 
1 4^ (9) 
- 5 et] 
Taking equation (8) above and setting the angle B equal to zeio, the 


following results are obtained for 


Ё = тт [1 = сов 9] - (0.99 Vat sin 9 - = et’) (10) 
С. “ع ج = ع‎ - 0.99 gt” +2 gt“ = 0.01 gt“ (11) 


Rewriting equation (9) and substituting the value of (C from equation 
(11) for those terms which do not contain the angle p, the following results 


may be obtained for miss distance. 


E =0 01gb + [ry tan B sin @ = 0.99 Vpt tan B cos 6] (12) 


É = 0,01 et” + Vat tan B [1 = 0.99 cos 9] (13) 


T 


For the example worked in section A, equation (13) gives a value of 
31.4 ft. for miss distance, A comparison of equations (7) aná (13) shows 
that the dominant term when the angular velocity of the line-of-sight ís 
not nulled is the difference between the velocity actually acquired by the 


weapon package and the velocity required of the weapon package in order to 
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null the angular velocity of the line-of-sight. By keeping the time short 
between thrust termination and intercept, miss distance produced by fail- 
ure to null the angular velocity of the line-of-sight may be kept to a 


negligible value. 


Performance equations developed in Chapter 3 indicate that the angular 
velocity of the line-of-sight decreases as the intercept nears completion, 
It is also true that the seeker will have some minimum threshold value at 
which detection of an angular velocity of the line-of-sight will no longer 
be possible. Because of this dead zone terminal guidance thrust will be 
terminated prematurely. Equation (13) shows that if the seeker threshold 
is reached early in the problem, or if thrust is terminated prematurely 


for any other reason, it is imperative that thrust be re-activated. 


D. Satellite or Missile Time Errors 





In Chapter 4 thrust requirements are developed for the terminal 
guidance phase of the satellite intercept problem based on errors which 
produce physical displacements between the satellite and the weapon pack- 
age of the anti-satellite missile. Іп all the calculations of Chapter 4, 
it was assumed that if no thrust were applied to the weapon package the 
satellite would pass through the missile's position radial either above or 
below the weapon package's position when the weapon package reached the 
peak of its trajectory along the radial. For this look at thrust require- 
ments it will be assumed that if the weapon package were on time a perfect 


intercept would be accomplished. 


For the situation in which the anti-satellite missile is early, the 


thrust requirement will only be that which is needed to counter the effects 
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of gravity acting on the weapon package after it has reached the peak of 


the trajectory. 


In the case in which the anti-satellite missile is late, the procedure 
for determining the thrust requirement applies the same equations utilized 
in Chapter 4 for determination of thrust requirements. The position of 
the weapon package of the anti-satellite missile is determined by having 
the weapon package acquire the satellite from a position along the radial 
trajectory path which corresponds to the number of seconds that the weapon 
package is late. Fig. 6-2 shows a plot of thrust requirement for the 


weapon package versus late time of the weapon package. 


Table 6-1 shows the same breakdown that is utilized in the tables 
of Chapter 4 for the cases when the weapon package is 20 seconds late and 
40 seconds late. For the maximum available thrust used in this paper, it 
can be shown that at an altitude of 100 miles the weapon package could be 
approximately 48 seconds late and still complete an intercept if there were 
no error caused by physical displacement between theoretical and actual 


locations of the satellite and weapon package. 


66 





Table 6-1 
Initial Conditions and Thrust Requirements For 
а Табе Weapon Package 


Initial Conditions Thrust 


Pickup Range Кы Time to Intercept Required 
0 
miles ft/se seconds 


1245.00 


1047.00 

873.70 
1856.81 
1551.10 
1283.71 





A comparison of the thrust requirement tables in Chapter 4 and those 
above in Table 6-1 indicates that a late arrival of the weapon package by 
l0 seconds calls for a thrust requirement comparable to a 3 - Y mile 
physical displacement error. It is much easier to envision a physical 
displacement error of 3 - Y miles between satellite and weapon package 
positions than a late arrival of the weapon package of 40 seconds.  There- 
fore if the terminal guidance phase thrust requirements are based on 
anticipated physical displacement errors, the thrust available would be 
sufficient to take care of any errors resulting from satellite or weapon 
package time errors. Displacement errors are therefore more dominant 


than errors іп time. 
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CHAPTER 7 


CONCLUSIONS 


As a result of the analysis and considerations of this paper certain 


conclusions may be reached: 


1. 


The terminal guidance problem can be defined with geometrical 
relationships. Solution of the equations for results which 
outline feasibility limits is enhanced by assuming that 
gravity acts equally on both the target and the missile. 
General thrust and seeker threshold criteria for a weapon 
package as visualized by this paper can then be found. 
Physical displacement errors between missile trajectory 

and satellite orbit are more critical than other possible 
errors. Thrust requirements to effect intercept are ене 
for this type of error. 

Thrust requirements for terminal guidance are feasible. 
Minimum thrusts are needed if target acquisition is made 

at the peak of the weapon package trajectory and physically 
above the satellite path. 

An improvement of approximately 25% in seeker range cap- 


ability increases terminal guidance capability approximately 


50%. 
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